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Description of the device

Basic parameters

The IMW-1 module is intended for the implementation of visualization and control of industrial 
processes in potentially explosive atmospheres. The device is equipped with an LCD display with a 
7.5 "screen diameter and a keyboard. The data interfaces are used to exchange data with other 
devices:

- 2 x CAN port,
- 2 x RS-485 port,
- 1 x 100/10 Mbps Ethernet port - 100 m range (twisted pair)

IMW-1 allows you to indicate the status of the device, machine or process by means of 8 LEDs, in 
addition, allows you to connect up to 7 control buttons.
The fast processor and rich memory resources make the spectrum of IMW-1 applications in industry 
very wide.

All input and output circuits of the device can cooperate only with intrinsically safe circuits with 
protection level "ia".

Power 12 V DC
Communication interfaces RS485, CAN, Ethernet 10/100 Mbps
Display 7,5" LCD
Keyboard matrycowa, 16 przycisków
Work / process status indicators do 8 diod LED
Control buttons / switches do 7 sztuk
Operating temperature range -10°C ÷ +40°C

Relative humidity range 0 ÷ 95% (bez kondensacji)

Dimensions 200 x 245 x 50 mm
Weight ok. 1 kg
Degree of housing protection IP-00
Explosion-proof construction feature.      I M1 Ex ia I Ma -10°C ≤ Ta ≤ +40°C


